GM7200 - Technical Specification
	Engine

	Model
	GM7200 - Kubota®, 3-Cylinder Diesel

	Rating
	GM7200 18.6 kW (25hp) Net 
20.9 kW (28hp) Gross

	Displacement
	1123cc

	Fuel
	Diesel

	Cooling
	Liquid

	Fuel capacity
	42.5 litre (9.3 gallon)


	Traction Unit

	Drive
	2WD: Independent high-torque, low speed wheel motors, 310cc displacement

	Steering
	Twin steering levers

	Brakes
	Twin 10.25" disc brakes mounted to wheel motors, dynamic breaking traction drive

	Controls
	Foot/hand operated hydraulic deck lift lever 
Hand operated throttle 
Ignition switch 
Hand brake

	Seat suspension options
	Fitted as standard - Deluxe two piece low profile mechanical suspension seat, adjustable for operator weight, seat back angle, fore/aft position and arm rest height. 
Retractable seat belts are also supplied as standard.


	Electrical

	Battery
	12 volt, 540 CCA 



	Alternator
	40 amp 




	Tyres

	Front traction
	24 x 12 - 12 6-ply with 'Toro Tuff Trac' tread

	Castor
	15 x 6 - 6 4-ply with ribbed tread


	Ground Speed

	Transport
	0 - 20 km/h (0 - 12.5 mph) Forward 
0 - 13.7 km/h (0 - 8.5 mph) Reverse


	ROPS

	ROPS
	Standard 2 post foldable 




	Options

	Power Unit Options
	Road Light Kit 
Flashing Beacon 
12 Volt Electrical Accessory Kit 
Jack Stand 
Bimini Canvas 5 
Spark Arrestor Kit 
Striping Kit

	Cutter Deck Options
	Rear Discharge Baffle Kits (Excl. model 30360TE) 
Recycler® Baffle Kits (Excl. model 30360TE) 
Leaf Mulching Kit (Model 30360TE only) 
Tall Grass Baffle Kit (Excl. model 30360TE)

	Rear Quick Attachment System (QAS) Options
	Rear Quick Attachment System 
Debris Blower 
Tooth Rake 
Steel Drag Mat 
Coco Drag Mat 
Finish Grader 
Counter Balance Weight Kit

	Polar TracTM System Options (Groundsmaster 72
	Polar Trac Conversion Kit (incl. tracks and frame) 
V-Plough 
Standard Full Weather Cab (incl. beacon and noise protection package) 
Deluxe Full Weather Cab (incl. heater, beacon, lights and noise protection package)


	Instrumentation

	Gauges
	Hour meter 

Glow plug indicator 

High temperature indicator 

Oil pressure indicator 

Battery indicator 




	Cutting Units 1830mm (72") model 30461 only

	Type
	3-blade, mid-mounted rotary

	Width of cut
	183 cm (72")

	1830mm
	Rotary deck available in rear discharge or recycler configuration

	Height of cut
	2.5 - 15 cm (1" - 6"), adjustable in 6 mm (0.25") increments

	Mowing rate
	1.5 hectares/h (3.1 acres/h) at 8 km/h (5 mph)

	Construction
	4.5 mm (7-gauge) welded steel, 10.8cm (4.25") deep


	Cutting Units 1570mm (62") model 30360TE only

	Type
	3-blade, mid-mounted rotary

	Width of cut
	157 cm (62")

	1570mm
	Rotary deck available in rear discharge or recycler® 
configuration, see options. (Models 30462 & 30465)

	Height of cut
	2.5 - 15 cm (1" - 6"), adjustable in 6 mm (0.25") increments

	Mowing rate
	1.25 hectares/h (3.1 acres/h) at 8 km/h (5 mph)

	Construction
	4.5 mm (7-gauge) welded steel, 10.8cm (4.25") deep


	Cutting Units 183cm 72" Rotary side discharge

	Type
	3-blade, mid-mounted rotary

	Width of cut
	183 cm (72")

	Height of cut
	2.5 - 15 cm (1" - 6"), adjustable in 60 mm (0.25") increments

	Mowing rate
	1.5 hectares/h (3.1 acres/h) at 8 km/h (5 mph)

	Construction
	4.5 mm (7-gauge) welded steel, 10.8cm (4.25") deep


	Warranty

	Warranty
	Two-year limited 




	Dimensions

	Length
	241 cm (95")

	Width
	172.7 cm (68") (Model 30462) 
198.2 cm (78") (Model 30461) 
190.5 cm (75") (Model 30360TE)

	Weight
	871 kg (1920 lbs) (Model 30360TE) 
871 kg (1920 lbs) (Model 30461) 
835 kg (1842 lbs) (Model 30462)

	Height
	183 cm (72")


