CT2140- Technical Specification
	Engine

	Model
	Kubota,® DT1105 Diesel 3 Cylinder

	Rating
	Rating 19.4 kW (26 hp) gross 
18.7 kW (25 hp) net

	Fuel
	Fully independent hydraulic lift

	Cooling
	Water Cooled


	Transmission

	Hydrostatic
	Closed loop hydrostatic

	Drive System
	4 WD


	Traction Unit

	Ground Pressure
	0.7 - 1.41 kg/cm2 (10 - 20 psi) Depending on turf conditions

	Steering
	Hydrostatic rear wheel steering with shockload protection

	Brakes
	Hydrostatic oil immersed disc brakes operated by an electronic On/Off switch

	Fuel system
	45.7 Litres (10 UK Gallons)


	Tyres

	Front
	23 x 10.5 - 12, Turf Trac

	Rear
	18 x 9.50 - 8, Turf Trac


	Ground Speed

	Transport
	22 km/h (0 - 14 mph) Forward; 11 km/h (0 - 7 mph) Reverse

	Mowing
	11 km/h (0 - 7 mph) Forward; 11 km/h (0 - 7 mph) Reverse


	Operating Zone

	Controls
	Hand Throttle 
Key Ignition Switch 
Cutting Unit Drive Switch 
Parking Brake - Electronic 
Twin Forward and Reverse Pedals 
Hand Operated Horn 
Adjustable Steering Wheel 
Independent Cutter Head Lift 
Limited Lift Function 
Limited Lift in Reverse 
Cutterhead Weight Transfer 
OPS (Overheat Protection System)

	Seat
	Fixed back seat with mechanical suspension 
Armrests 
2-point recoil lap belt 
Optional Deluxe seat available


	ROPS

	ROPS
	Folding 2 Post ROPS Frame (OECD Approved)


	Options

	Options
	Lighting Kit with brake lights
LSDL (Limited Slip Diff Lock) System
Beacon Kit
Blower
Tool Carrier Kit
12-Volt Electrical Accessory Port
Waste Bin Kit
Tool Box Kit
Deluxe Seat (includes Lumbar Support Adjustable Back Rest & Head Rest)
Kevlar Tyre Kit
Cleated Tyre Kit


	Operator Safety

	Operator Safety
	Cutting unit drive disengages when operator leaves seat. Engine starts only when forward / reverse pedal is in neutral, the parking brake is applied and the cutting units are disengaged. Cutter units can only be lowered upon activation of the cutter units.


	Instrumentation

	Warning light indicators
	Engine temperature 
Hydraulic oil temperature 
Engine oil pressure 
Battery

	Interlock lights
	Parking brake 
Cutters On/Off 
Neutral

	Gauges
	Fuel tank level indicator 
Hydraulic oil tank sight glass 
Digital hourmeter


	Cutting Units

	Type
	MK3 fully interchangeable cutting unit - 762 mm (30’’) width

	Clip frequency 
	4 blade: 23 cuts/m (21 cuts/yd) at 11 km/h (7 mph) 
6 blade: 34 cuts/m (31 cuts/yd) at 11 km/h (7 mph) 
8 blade: 46 cuts/m (42 cuts/yd) at 11 km/h (7 mph)

	Cylinder drive
	Direct drive hydraulic motor

	Cutting unit lift
	Fully independent hydraulic lift

	Cutting cylinder
	4, 6 or 8 blade 200 mm (8’’) diameter

	Cylinder to bedknife
	Handwheel adjustment

	Cylinder speed
	1050 rpm approx

	Height of cut
	Spanner adjustment 12 - 80mm (1/2’’ - 3 1/8’’) 

	Rear rollers
	Smooth 76 mm (3’’) diameter

	Configuration
	MK3 200 mm (8”) Fixed and Floating


	Dimensions

	Length (ROPS Folded)
	3135mm (123.4”)

	Length (ROPS Raised)
	2860mm (112.6”)

	Height (ROPS Folded)
	1785mm (70.3”)

	Height (ROPS Raised)
	2290mm (90”)

	Cutting Width
	2120mm (83.5”)

	Working Width
	2350mm (92.5”)

	Wheelbase
	1525mm (60”)

	Track Width
	1300mm (51.2”)

	Weight
	1200kg (2645 lbs)

	Turning Circle
	1000mm (39.4”)


